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3. Testing procedure 

Procedure Principle Parameters Quantification
Limit  

Incertitude 

ISO 16000 parts -3, -6, -9, -11 GC/MS VOC 2 µg/m³ 22% (RSD) 

Internal procedures used: 9810, 
9811, 9812, 2808, 8400 

HPLC/UV Aldehydes
Volatiles  

3 µg/m³ Um = 2 x RSD= 
45 % 

Parameters of testing in the room of emission  

Volume of the room, L  119 Temperature, °C 23±1 Relative humidity, % 50±5 

Rate of regeneration of 
the air, 1/h
 

 
0,5 Consumption factor, 

m²/m³
 0,007  

Testing conditions: The sample remains in the emission room during the whole 28 days of the testing period. 

Preparation of the sample  

Thickness in mm:  3  
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4. Results  

 Concentration
After 28 days
 

 
C B A A+ 

 µg/m³     

VOC Rate <2 >2000 <2000 <1500 <1000 

Formaldehyde <3 >120 <120 <60 <10 

Acetaldehyde <3 >400 <400 <300 <200 

Toluol  <2 >600 <600 <450 <300 

Tetrachloroethylene <2 >500 <500 <350 <250 

Methylbenzene <2 >1500 <1500 <1000 <750 

Xylene <2 >400 <400 <300 <200 

Styrene <2 >500 <500 <350 <250 

2-Butoxyethanole <2 >2000 <2000 <1500 <1000 

1,2,4-
Trimethylbenzene 

<2 >2000 <2000 <1500 <1000 

1,4-Dichlorobenzene <2 >120 <120 <90 <60 

< Means below  
> Means above  
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