
   

 

Declaration of Performance 1404-CPR-3267 
Chemfix 100 & 600  (Bonded anchor) for use in concrete 
Chemfix Products Ltd 

Mill Street East, Dewsbury, West Yorkshire, WF12 9BQ, UK 

                                                    

1.                              Unique identification code of the product type: 

                          Chemfix 100 & 600 injection system for concrete 

2. Generic type: The Injection system Chemfix 100 is a bonded anchor (injection type) consisting of a mortar cartridge with Chemfix 

injection mortar Chemfix 100 & 600 1:1 & 3:1 ratio 

3. Intended use 

Construction product in accord to EAD 330499-01-0601, ‘’Bonded 

fasteners for use in concrete’’ For fixing and/or supporting to 

concrete, structural elements (which contributes to the stability of the 
works) or heavy units 

4. Trade name: 

Manufacturer and 

Address: 

Chemfix 100 & 600 

Chemfix Products Ltd, Mill Street East, Dewsbury, West 

Yorkshire, WF129BQ, U.K 

5. Authorized representative N/A 

6. System/s of AVCP: System 1 

7. Product covered by harmonised standard No 

8. Product is covered by a European Technical Assessment -  Documents and bodies 

ETA  - 19/0705 issued by 
Technical Assessment Body: ETA Denmark,  

Kollegievej 6, DK-2920 Charlottenlund, DENMARK 

 On the basis of  EAD 330499-01-0601 

1404-CPR-3267 issued by Notified Body: ZAG Slovenia, identification number 1404 

System AVCP System 1 

9. Declaration of performances: 

Essential characteristics Performance Harmonised technical specification 

Characteristic resistance under tension and 

shear loads for threaded rod Acc. EN 1992-

4 

See annex C1, C2 and C3 of the ETA - 

19/0705 
N/A 

Characteristic resistance under tension and 

shear loads for rebars Acc. EN 1992-4 
See annex C4 and C5 of the ETA - 

19/0705 
N/A 

Displacement for threaded rods and rebars See annex C6 to C9 of the ETA - 

19/0705 
N/A 

Characteristic resistance under seismic C1 

and C2 loads for threaded rod  

See annex C10 to C11 of the ETA - 

19/0705 
 

Reaction to fire 
Anchorages satisfy requirements for 

Class A1 
N/A 

Resistance to fire No performance determined (NPD) N/A 

 

 

 

10. The performances of the product identified by the above identification code are in conformity with the declared performance. 

This declaration of performance is issued under the sole responsibility of Chemfix Products Ltd.  

Signed for and behalf of the manufacturer by:     

 
Name and functions Place and date of issue Signature 

EMANUEL GHERMANSCHI-

LUNGU  PRODUCT ENGINEERING 

MANAGER 

DEWSBURY 10.10.2022 

 
 



   

 

Declaration of Performance 1404-CPR-3135 
Chemfix 100 & 600 Bonded anchor for post-installed 

rebar 
Chemfix Products Ltd 

Mill Street East, Dewsbury, West Yorkshire, WF12 9BQ, UK 

                                                    

1.                              Unique identification code of the product type: 

                          Chemfix 100 & 600 bonded anchor for post-installed rebar connections 

2. Generic type: The Chemfix 100 & 600 is a bonded anchor consisting of a mortar cartridge 1:1 or 3:1 ratio with Chemfix 100 or Chemfix 

600 injection mortar  

3. Intended use 

According to EAD 330087-00-0601 Bonded anchor for post-

installed rebar connections designed according EN 1992-1-1 

(Eurocode 2). 

4. Trade name: 

Manufacturer and 

Address: 

Chemfix 100 & 600 

Chemfix Products Ltd, Mill Street East, Dewsbury, West 

Yorkshire, WF129BQ, U.K 

5. Authorized representative N/A 

6. System/s of AVCP: System 1 

7. Product covered by harmonised standard No 

8. Product is covered by a European Technical Assessment -  Documents and bodies 

ETA  - 18/1157 issued by 
Technical Assessment Bod: ETA-Danmark A/S, Goteborg Plads 1, 

DK-21590, Nordhavn, Denmark 

On the basis of  EAD330087-01-0601 

1404-CPR-3135 issued by Notified Body: ZAG Slovenia, identification number 1404 

System AVCP System 1 

9. Declaration of performances: 

Essential characteristics Performance Harmonised technical specification 

Bond strength per size and concrete class 
See annex C1 and C2 of the ETA 

18/1157 
N/A 

Reaction to fire 
Anchorages satisfy requirements for 

Class A1 
N/A 

Resistance to fire See annex C3 of the ETA 18/1157 N/A 

 

 

 

10. The performances of the product identified by the above identification code are in conformity with the declared performance. 

This declaration of performance is issued under the sole responsibility of Chemfix Products Ltd.  

Signed for and behalf of the manufacturer by:     

 
Name and functions Place and date of issue Signature 

EMANUEL GHERMANSCHI-

LUNGU  PRODUCT ENGINEERING 

MANAGER 

DEWSBURY 10.10.2022 

 
 


